Table 1: Temporary Well Construction, Gauging, and Purging Information Summary Table
Canadian Radium and Uranium Corp. Site
Mount Kisco, Westchester County, New York

December 13 and 14, 2016

Well Number

TW-1

TW-2

TW-3

Associated Soil B

Well location (Latitude)

C003-SB003

41712'44.84939

C003-SB008

41°12'43.52507

C003-SB010

41°12'42.22776

Well location (Longitude)

73°43'37.49893"

73°43'36.75453"

73°43'39.03325"

Time gauged

Well permit NA NA NA
Well diameter (inches) 2 2 2
Well construction (flush/stickup) stickup stickup stickup
Depth to bottom from TOC (ft) 15.10 16.12 16.73
Depth from TOC to TOS (ft) 5.10 6.12 6.73
Top of casing elevation (INAVD 88) (ft) 290.85 291.25 293.80
Ground elevation (NAVD 88) (ft) 289.50 289.77 292.00
Top of screen elevation (NAVD 88) (ft) 285.75 285.13 287.07
Ground water elevation (NAVD 88) (ft) 285.49 286.08 287.85

Depth to water from TOC (ft)

Odor (Yes/No)

Gamma reading (kcpm)

Linear feet of water in well (estimate) (ft) 9.74 10.95 10.78
Water volume in well (estimate) (gal) 1.66 1.86 1.83
3 well volumes 4.97 5.58 5.50
Purge start time 9:05 10:00 10:45
Purge end time 9:18 10:09 11:47
Purge duration (minutes) 13 9 62

Total volume purged (gal) 5.0 5.6 5.0

Purge rate (gal/min) 0.38 0.62 0.08
Purge method (bailer/pump) pump pump pump
Time sampled 9:19 10:10 11:48

Notes:

NA - Not Applicable, TOC - Top of Casing, TOS - Top of Screen.

Well Volume Correction Factors (gallons per foot) for 2 mch well = 0.17.

NAVD 88 - North American Vertical Datum of 1988.
kepm - kilo counts per minute, ft - feet, gal - gallon, min - minute.
Gamma readings collected with Ludlum-2241+sodium iodide (Nal) 2x2 scintillator.
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